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Neal S. Blaisdell Center – Concert Hall Technical Information 
Stage 

Stage Structure 

• Pine deck:   
o Painted flat black   
o 72 feet wide by 47 feet deep 

• Proscenium arch: 
o 50 feet wide by 25 feet high   
o Sliding wood doors close to reduce the opening 

• Stage right and left storage areas: 32 feet wide by 24 feet high 
• Upstage work area: 28 feet wide by 60 feet high 

Orchestra Pit 

• Elevator lift: 
o 11 feet at center by 45 feet 
o Reduces seating by 3 rows (54 seats) 

• Scaffolding: 
o 10 feet 6 inches at center 
o Opera pit reduces seating by 6 rows (90 seats) 

Counterweight Fly System 

• 42 lines with 14 available in house condition 
• House draperies:   

o Burgundy velour valance and main curtain (guillotine or traveler) 
• Black velour legs and borders (8 sets) 
• Two traveler curtains 
• Natural muslin cyclorama back cloth with white scrim 
• Blue and black scrim 
• Rosco Twin Screen White 

Sound Shell   

• Full stage acoustical shell with 5 overhead panels with recessed lighting 

Backstage Infrastructure 

Power 

• Separate electrical services for lighting, audio, automation, A.V.   
o Located upstage right and in stage left side stage 

Load In Area 

• Load in door: on level with parking lot, 10 feet wide x 10 feet 9 inch high 

Wardrobe Washing Facilities   
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• Washers/dryers and hook up 

Seating Accommodations 

• Continental style seating 
• European style seat numbering (odd seat numbers on left, even seat numbers on right) 

Balcony Seating 

• 706 upholstered theater-style fixed seats 
• Back of Balcony - 75 standing room spaces 

Orchestra Seating 

• 144 upholstered removable seats over the pit: 54 seats on elevator pit and 90 seats on extended 
pit 

• 1,311 upholstered theater-style fixed seats 

Lighting/Electrical Infrastructure 

Lighting Infrastructure 

• Full complement of standard stage lighting 
• ETC ION 1500 control console 
• 380 ETC high rise sensor dimmers 

Electrical Power 

• Circuits: 20-amp stage pin plugs 
• 4 – front of house beam positions; 1st onstage electric truss and three upstage electric pipes 
• 3 – Strong – 2K Watt Super Troupers followspots 

Sound Systems 

House Sound 

• Built-in line array sound system 
• Allen & Heath GL4800M-24 channel console 

Paging Systems 

• Clearcom intercom system 
• Paging system for backstage and dressing rooms 

Dressing Room Availability 

• Located upstage right 
• Equity standard 

1st Floor 
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• 3 – 10 feet wide by 16 feet long star dressing rooms 
• 8 – 8 feet wide x 10 feet long principal dressing rooms 

2nd Floor 

• 2 – 20 feet wide x 30 feet long chorus dressing rooms 
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